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PRODUCT SPECIFICATIONS

Effective Seat Widths:*seatfabricwillbe 355mm (14 in.),400mm(15.5in.),

narrower than efectiveseatwidth. 440mm(17.4), 480mm(19 in).
Seat Depth : 405mm (16 in).
Seat Height : 485 (19 in ) atFrontofSeat.
Seat Engle : 12 degrees.

90 degrees.

Seat to Back Angle :

Seat to Helght : 435mm (17in.)Standart,380mm(15in) and

485
mm (19in). Costom
255mm-375mm (10-14.75)

Footrest Height from Front of Seat:

Rear Wheel Dimensions : 24%1.75.standart .
Rear Wheel Camber : 3 degrees.
Rear Wheel & Caster Barrel Bearings : 6001 (12mm ID x 28 mm OD )
Push Rim Diameter : 485mm (19in)
Front Wheel Dimensions: 110mm(4.3 in ) diameter x 80 mm (3.1)
_ With.
Front Wheel Bearings : 6001 (12mm ID x 28 mm OD).
Overall Widht : 229mm(9 in )+Seat width.
Overall length : Shortes, 910 (36 in) , Longest 990mm (39 in).
Wheelbase (front to Rear Axle ): Shortes, 480 (19 in) , Longest 560mm (22 in).
Rear Wheel Position Adjustable : 5 position over 80mm (3 in ).
| Weight:

16.75 kg (37 lbs).
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